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Aluminium Holding Furnace

Crucible type Al holding furnaces

* Itisdesignedintwo type of heating elements one is vertical and other is Horizontal.
» KANTHAL heating Elements are provided in crucible holding furnace.

* Thistype of Furnaceis usedin Pressure die & Gravity Die casting Foundry.

« This Holding Furnaces are used to hold and maintain the Molten metal at specific
temperature inside the Crucible.

¢ Crucible type holding Furnace with top insert heating element.

* Specially designed Heaters & High Insulated Long refractory life.

* Deep type thermocouple..Specially designed for GDC & PDC process.

* Energy efficient design gives only point to 0.28 Kw per Kg of molten metal.
* Heating element terminals are taken out from top of the furnace.

* Heating elements are easily replaceable from top

 Noneedto remove the Crucible from the furnace.

+ Easymaintenance

w Electrical Holding furnace

4. A bank of holding furnace is used in Aluminum PDC / GDC foundry. A Special Refractory is used for .a
Vertical Heating Elements
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Crucible less energy Efficient Furnace

* Design based on THERMAS technology. This technology imported from
GERMANY.

* Crucible less furnace Highly energy efficient. Requires very low Kw Power as
compared to regular holding furnace.

* Used GERMAN make refractory Tub for holding application of aluminum molten
metal.

* Maintenance free furnace. Since it is based on the thermos technology heat
losses reduced to maximum extent.

* Specially designed tub made up from imported non wetting type refractory
material. Model Capacity Power

AFECO-EL-300 300 Kg. 3 KW

* Specially designed, easy to replace heating elements. Suitable to pressure and

oo . . AFECO-EL-500 500 Kg. 6 KW
gravity die casting Foundry units.

AFECO-EL-800 800Kg. | 9KW
» Special High Temp. tubular heaters are imported from USA. AFECO-EL-1000 | 800Kg. | 9KW

* Three chambers are provided in the Holding Tub, one is for pouring, other is for
holding and third is for molten metal scooping.

 Metal level sensor is provided to indicate shortage of molten metal in the
furnace and itis interfaced with hooter.

<

) Crucible Less Furnace
Easily replaceable

High Temp. tubular heaters

A Thyristor base digital control panel
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